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Satellite Radio RG-6 Extension Cable Adapter/Antenna Mounting Kit

Adapts standard RG-6 cable for use with satellite radio receivers.
Includes antenna mounting accesories for indoor and outdoor installations.
Permits the use of plenum rated cable to meet fire codes.

Includes:

S band inline amFIifier good for up to 125 foot run.
(Additional amplifiers required for longer runs.)

RG-6 to SMB cable adapter.
Cable clamp.
Indoor/outdoor heavy duty mounting tape for antenna insallation.
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Model: EXT-1

S-Band Rated Inline Amp for RG-6 Cable

For use with satellite radio S-Band distribution over RG-6 cable.
Specially screened for satellite radio S-Band applications.

10db gain.

Current consumption: 10ma at 4.5 VDC.

One amplifier should be used for each 125 foot segment.
Includes F to F coupler for easy cascading.

Model: SBA-1

Power Inserter

(Required for use with satellite radio RG-6 antenna cable distribution in excess of 375
feet where more than three line amps are in use.)

Provides additional power for line amps.

Voltage: 4.5 VDC (regulated and filtered).

Model: SPI-1

Satellite Radio Antenna Signal Splitter Kits

Amplified to minimize loss.
Includes DC terminators to replicate standard antenna loading on all output
ports to eliminate antenna error messages.
Includes SMB patch cables.
DC power passing on all ports.
Diode protected circuit will pass DC power from any output to input.
Available in 5 models:
2-outputs Model SRAS-2
3-outputs Model SRAS-3
4-outputs Model SRAS-4
6-outputs Model SRAS-6

8-outputs Model SRAS-8

Model: SRAS-2



